
  

HIGHWAY 421 SOUTH

P.O. BOX 1147

DUNN, NC. 28334

1-800-892-0181

(910) 892-0141   FAX: (910) 892-7402

AN AFFILIATE OF

 



2 

TABLE OF CONTENTS 
             Page 
 

Barndoor Operation  ················································································ 3 
 

Figure 1: Barndoor Pins and Positive Latch  ························································ 4 
 

Figure 2: Bottom Tailgate Latch Pins  ······························································ 5 
 

Figure 3: Positive Latch in Open Position with Barndoor securely held open  ······················· 6 
 

Figure 4: Handle in Up Position with Safety Ring employed  ······································· 7 
 

Figure 5: Lower Barndoor Pin in Storage Position  ················································· 7 
 

Positive Latch in Closed Position  ·································································· 8 
 

Positive Latch, Closed and Open Positions ·························································· 8 
 

Positive Latch Assembly, Welded On (A202994)  ·················································· 9 
 

Positive Latch Assembly, Bolted On (A201436)  ·················································· 10 
 

Barndoor  and Accessory Parts List (MP50009)  ··················································· 11 
 

 

Notice: Before Operating the Barndoor read this appendix completely and refer to it continuously. 

 

 

 

Safety Alert Symbols 
The terms Danger, Warning, and Caution are used to indicate different levels of potential hazard to 

equipment and personnel. 

Indicates a hazardous situation which, if not avoided, will result in death or serious 

injury. This signal word is to be limited to the most extreme situations. 

 

Indicates a hazardous situation which, if not avoided, could result in death or  

serious injury. 

 

Indicates a hazardous situation which, if not avoided, could result in minor injury. 

 

 

Used to warn of a potential hazard to the equipment. 
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Barndoor Operation 
Note: Refer to Figures 1 - 5 for the following instructions. 

Dump Body Barndoors are very heavy. If not properly secured a Barndoor can open 

unexpectly causing severe injury or even death! 
 

Normal Dumping Mode 
The Normal Dumping Mode is defined as opening the Tailgate from the bottom using the Tailgate Latching 
Pins only. In this mode the Upper Barndoor Pin must be installed. Refer to Figure 1. 
 

To prevent the Barndoor from opening unexpectedly during normal dumping opera-

tions always inspect the Upper Barndoor Pin and ensure that it is fully and securely 

installed thru the Offset Pivot Arm of Upper Barndoor Hinge. 
 

Note: The Upper Barndoor Pin will always stay installed in the Offset Pivot Arm unless removing Tailgate 

 from Dump Body. Therefore; the Upper Pin is NEVER removed for any reason as it may cause 

 bodily injury and damage to the tailgate. Refer to Figure 1. 
 

Barndoor Dumping Mode 
The Barndoor Dumping Mode is defined as opening the Tailgate from the side using the Barndoor Hinges. 
In this mode both the Upper and Lower Barndoor Pins must be installed and the Tailgate must be secured 
using the Positive Latch. Refer to Figure 3. 

Opening the Barndoor 
 

To prevent damage to the equipment make sure there is enough room to swing open 

the Barndoor. The Barndoor is nearly as wide as the Dump Body and swings around 

to the side of the Body. 
 

1. Inspect both Bottom Tailgate Latch Pins and ensure they are securely latched. Refer to 

Figure 2. 

If both Tailgate Latch Pins are not securely latched the tailgate may open suddenly 

and swing with great force causing possible death or serious injury and possible damage to the equip-

ment. Also, if the tailgate opens the load may be discharged. 
 

2. Inspect the Handle to ensure that it is in the Up (Closed) position, if not move it to the up positionΦ Refer 
to Figure 4. 

3. Remove bottom Hinge Pin from the storage position and install it in the lower Barndoor Hinge. Refer to 

Figure 5. 

4. Unlatch the Tailgate Latch PinsΦ 
5. Remove the Safety Ring and move the Handle to the Down (Open) positionΦ 
6. Open the Tailgate completely and carefully swing it around to the side of the BodyΦ 

7. Securely latch Tailgate to the Body using the Positive Latch Assembly on the side of the 

Body. Refer to Figure 3. 

Godwin Mfg. does not recommend anyone operate a truck with the ñBarn Door     

Tailgateò in the open position during highway use. The tailgate should always be in the óStandard 

Swing Positionô with the bottom latches closed while in operation on the      highway 

8. Begin Dumping Operations. 
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Barndoor Operation (Continued) 
 

Barndoor Dumping Mode (Continued) 
 

Closing the Barndoor 
 

1. Make sure there is enough room to swing the BarndoorΦ 
2. Inspect the area of the bed and clean away any debris that might prevent the Tailgate from closing com-

pletely and correctlyΦ 
3. Unlatch the Tailgate from the Positive Latch AssemblyΦ 
4. Carefully swing the Tailgate around to the rear of the bodyΦ 
5. Move the Handle to the Up (Closed) position and place the Safety Ring over the HandleΦ 
6. Latch the Tailgate Latch PinsΦ 
7. Remove bottom Hinge Pin from the lower Barndoor Hinge and install it in the storage position. 

 
 
 

Figure 1: Barndoor Pins and Positive Latch 
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Figure 2: Bottom Tailgate Latch Pins 

Hook must

cover
Gate Pin
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Figure 3: Positive Latch in Open Position 

with Barndoor securely held open. 
 

To prevent the Barndoor from swinging closed during operation always latch it as 

shown below. 

 

Godwin Mfg. does not recommend anyone operate a truck with the ñBarn Door     

Tailgateò in the open position during highway use. The tailgate should always be in the 

óStandard Swing Positionô with the bottom latches closed while in operation on the  

    highway. 
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Figure 4: Handle in Up position with Safety Ring employed. 

Figure 5: Lower Barndoor Pin in Storage Position 


